


103 Ceylon Teak 131 Odessa Birke

105 HimalayanTeak143 Ciligeo Tenessee



118117

116114



152 Buche Bavaria107 Dug

144 Highland Pine 132 Maple



113 Khorlo151 Takin

164 Natural Oak156 Mangfal Buche



159 Moldea Akazia 171 Mahagony

111 Vajra 535 Walnut



136 Dungkar134  Seryna

135 Tshenden 222 Silver Grey



146 Black Wange281 Black

173 Gama119



244 Dark Blue 252 Green

263 Red 264 Orange)



115109 Pema



Sl. 
No.

THICKNESS 
(mm)

SPECIFICATION APPLICATIONS

1 8 mm PPI/PPX/SLI/SLX/TLI/TLX
False ceiling, furniture back panel, 
packing boxes, room paneling, kitchen 
cabinet, electric switch boxes etc.

2 12 mm PPI/PPX/SLI/SLX/TLI/TLX

False ceiling, office furniture, home 
furniture, panel type door, kitchen 
cabinets, shelves, cupboards, electrical 
switch boxes, partitions.

3 17 mm PPI/PPX/SLI/SLX/TLI/TLX
All kinds of furniture, table tops, 
paneling, partitioning, shelves, 
cupboards, bed, flooring, door and 
window making.

4 18 mm PPI/PPX/SLI/SLX/TLI/TLX

All kinds of furniture, table tops, 
paneling, partitioning, shelves, 
cupboards, bed, flooring, door and 
window making.

5 25 mm PPI/PPX/SLI/SLX/TLI/TLX

All kinds of furniture, table tops, 
paneling, partitioning, shelves, 
cupboards, bed, flooring, door and 
window making.

6 35 mm PPI/PPX/SLI/SLX/TLI/TLX
Computer room flooring, general 
flooring, doors, windows, partitions etc.

BOARD USAGE AS PER THICKNESS

SL.
NO. TYPE

ABRASION RESISTANCE

APPLICATIONS
GRADE - I GRADE - II

1 Type - I 1,000 rev. 1,000 rev. Flooring

2 Type - II 450 rev.    450 rev.
Horizontal application like cash 
counter and restaurant table top

USAGE BASED ON ABRASION RESISTANCE

PARTICLE BOARD PRODUCT CONFORMS TO 
BSB C No. CPC-[51]/2017/0163 BOARD 


